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ELECTRONICS
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fing thread M5 x 0.5 Marking CABLE CIRCUIT DIAGRAM
Feingewinde V50,5 Aufdruck Kabel
—/
Read switch
Production code EN600S2 LIYZ 2x0.14 mm?2, colour white Foodschator
Factory code ends 51 mm tinned
Productionscode-ENGO062 Kabe! LIYZ 2x0,1dmm 2, weiss
Produktionsstétie 511 mm abisoliert und veizinnt
@ Abmessungen / dimensions (mm)
E tolerances acc. to DIN ISO 2768-m
Magnetic properties Conditions Min Typ Max Unit
Pull in at 20°C 20 38 AT
Test equipment KMS-13+PK002+SA002
Pull-In in milliTesla :\)Argsga-used tolerance +/- 0,1mT 1134 | | 2101 | mT
Special Product Data Conditions Min | Typ | Max | Unit
Contact - form A-NO
Contact rating ot 1o 6xgond el mavdusl mex.s 10 W
operating voltage DC or Peak AC 180 vV
operating ampere DC or Peak AC 1,25 A
Switching current DC or Peak AC 0,5 A
Sensor-resistance measured with 40% overdrive 660 mOhm
Housing material stainless steel
Sealing compound Polyurethan
Environmental data Conditions Min Typ Max Unit
Operating temperature cable not moved -30 70 °C
Operating temperature cable moved -5 70 oC
Storage temperature -30 70 °C
Cable specification Conditions Min | Typ | Max | Unit
Cable typ flat cable
Cable material PVC
Cross section 0,14 gmm
General data Conditions Min | Typ | Max | Unit
Mounting advice over 5m cable, a series resistor is recommended.
Tigthtening torque refered to provided screw nuts I I 2 I Nm
Modifications in the sense of technical progress are reserved
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